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Operaticm H

1. Insert earpiece: an&/er receiver output plug into either
- of two receptacles on case labeled REC.

2. Apply filment pover by gressing BN-»OFF switch to ON
' position. :

3. Press micreswiteh (keyer) on ai&e of case to abtain
» tone in aarpiece‘ o

4. Rotate frequency control diai to desimd frequency R

5. Calibra‘tion cba.rt i!zeludea with unﬁ: must be used
to abtain actual frequeney from aml reading.

6. . Battery life of the Eveready 505Ea is limited to 5
: hours continuous key down operation at which time the
, frequency drifts SO cycles upwards.
. bﬁfﬂ‘mes
7. To compensate for mioue Bolterias & test point
~ accessible on side of case permits adjustment of ecali-
“bration to set plate voliage on tubes at 37 volts. A‘t
37 volts the fregquency as calibrated holds wi‘thin the
talerances pemissible. _

“This _donmﬁen? is part of an integrated
fite. ¥ separated from ths file it must bs.
" subjecied to individual systematic reviews .

 Declassified in Part - Sanitized Copy Approved for Release 2012/09/13 : CIA-RDP78-03535A000500040008-3



Declassified in Part - Sanitized Copy Approved for Release 2012/09/13 : CIA,-RE)P78-03535A000500040008-3
- Lo . : : . N - .

[

Avdio Oseillator  E/IN-X

T General Description

Freq. | 3@&3009 Cycles
Dial Calibration _
Resattablility 56 . : : .

PR ST W

Batteries: RM 1200 " 1.34 volts
Eveready SO5E 225 voit

Power Requirements:

‘ Rn 1200 i 1.25 volts 76 ma

Eveready S05E 22% volt ~ 1.8 to2ma S . .

Battery Life (at sbove cifient):

’ | Rm 1200 35 Hr.
505E 5 Hr.
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